
 



NOTE: Before you start, decide where you want your barrel located and how your gutter will flow into it. Plan where you will want to place the 

spigot and overflow hose for best access and safe overflow away from your home. 

 

1) Prepare your barrel 

Drill Lower Hole for Spigot: Measure up 1” from bottom of barrel and drill a hole with the ¾ “ spade blade 
 

Cut Upper  hole for Overflow Hose: Measure 3-4” down from the top of the Barrel and drill a hole using the 2” hole saw bit. 
 

Cut top  hole for Grated Basket: Using the 4” hole saw blade cut a hole on the top of the barrel. Remember this hole will need to match up to 

your gutter or gutter extension design. 

 
2) Putting the barrel together 

Attach Spigot: Screw spigot into the lower drilled hole, this should cut threads into the barrels soft plastic. Unscrew the fitting, apply silicone 

sealant around the threads of the fixture and screw back into the hole.   
 

Attach Overflow: In upper hole insert the barbed fitting from the outside of the barrel and the Male adaptor from the inside (this can be done by 

reaching thru the hole on the top of the barrel) and screw the two pieces together. Sealant or caulk can be used to seal this joint and seal around 

the fittings. Attach 5‘ overflow hose to barbed fitting and direct hose away from your home. It is best to drain this overflow onto a vegetated 

area when possible. 
 

Insert Grated Basket and Screen: Wrap the screen around the outside of the grated basket and insert basket down into the 4” hole on the top of 

the barrel. This can be sealed with caulk or left removable for ease of cleaning.  

 

 

3) Setting up the barrel 

Place the barrel under the downspout using flexible gutter extensions or split gutter diverters to direct runoff into the barrel. Set the barrel up 

on concrete blocks, a wooden crate or stand to increase flow volume. This will also ease filling watering cans and buckets from the spigot.  

 


